
291-qt. refrigerator/freezer 
insulated � sh box w/digitally 
controlled thermostat

Anchor locker w/windlass

35-gal. port & 
starboard livewells

Foldaway aft bench seat Rigging station 
w/freshwater sink & 
optional grill

Flush mount 
electronics area

Lockable console cabin 
w/double berth, TV, microwave, 
refrigerator, sink, & dinette

Port & starboard bow cushion 
w/electromechanically adjustable backrest

Cockpit side doors 
w/boarding ladder

Forward luxury lounge 
w/folding armrests (3)

Casting platform w/cushion 
& optional electrically 
adjustable bow table

Port & starboard 149-qt. 
insulated � sh boxes

Electromechanically adjustable 
deluxe contoured helm captain’s 
chairs (4) w/� ip-up bolsters & 
fold-down armrests

Equipped w/Seakeeper® 5

Beam Amidships: 13'2" (4.01 m)
Center Line Length 
 w/o Engines: 36'7" (11.15 m)  
Hull Draft: 29" (0.74 m) 

Transom Deadrise: 20 degrees (SeaV2® progression)
Maximum HP: 1275 (951 kW)  
Fuel Capacity - Standard: 410 gal. (1552 l)

Canyon 376
37' CENTER CONSOLE

PRELIMINARY SPECIFICATIONS

Enclosed head 
w/stand-up shower


